Series BZLTT
Ground Lift and Tilt Scissor Tables

Positions loads at optimum ergonomic positions — Load and unload with a pallet jack

45 Degree Maximum Tilt

Pallet 24” High Up

Truck
Loadable

e

Steel Side Shrouds
Protect personnel from
hazardous pinch points

Brass Velocity Fuses
in cylinders prevent
drop of table in case of
hydraulic failure

’ Maximum Adjustability
é with separate lift and

tilt controls

4
Jo% LIFT UP
0, LIFT DOWN
TILT UP
Optional toeguard on platform edge TILT DOWN
Standard Features: Model Platform | Capacity | Lowered | Raised Overall Size
e Fused 24V, NEMA-4 hand control with Number Size Height | Height
four buttons
BZLTT-4452-1 | 44”x52” | 1000 lbs. 3/8" 36" 66”"Wx59”Lx24"H
e Industrial quality, 56 frame, 2 HP motor
delivers best torque with minimal BZLTT-4452-2 | 44”x52” |2000 lbs. | 1/2” 36” | 66”Wx59”Lx24"H
amperage draw Ard maximum lite BZLTT-4452-4 | 44"x52” [4000 tbs. | 1727 | 36” |e6”Wx59"Lx24"H
e Electric pinch point guards on front Lk - o &
BZLTT-5252-1 | 52”x52” | 1000 lbs. 3/8" 36" | 74”"Wx59”Lx24"H
e Upper travel limit switches
BZLTT-5252-2 | 52”x52” | 2000 lbs. 1/2” 36” 74”"Wx59”Lx24"H
Optional Features: BZLTT-5252-4 | 52”x52” |4000 lbs. | 1/2” 36” | 74"Wx59”Lx24”H
e Foot control with guard
e Warning beeper BZLTT-4472-1 44"x72 1000 Ibs. 3/8 48 66"Wx79”Lx24"H
BZLTT-4472-2 | 44”x72” | 2000 lbs. 1/2” 48” 66" Wx79”Lx24"H
BEACON INDUSTRIES, INC. BZLTT-4472-4 | 44”"x72" | 4000 lbs. 1/2” 48” | 66”"Wx79”Lx24"H
15100.01¢ Temon fogd BZLTT-5272-1 | 52”x72” | 1000 bs. | 3/8” | 48" |74”Wx79”Lx24”H
St. Louis, MO 63128
Phone: 314-487-7600 Fax: 314-487-0100 BZLTT-5272-2 | 52”x72” | 2000 Ibs. 1/2” 48" | 74”Wx79”Lx24"H
E-malli-sales@bancoatesimologificon BZLTT-5272-4 | 527x72” |4000 bs. | 1727 | 48" |747wx7971x247H
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